T08 ExCam TNXCD enclosure (Ex d according to IEC 60079-1:200%)

- dimensions with external equipment -
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ExCam IPQ6045 (harware rev.01/ model MK2) with wall mount bracket and
Kontrolliert weather protection roof (for TNXCD dome enclosure and AmexPTZ)
DIN 13-6
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Q (drawing-ID)
CON &0 1
ExCam IPQ6045 shapes_(external dimensions equipment included).idw
Prozessleittechnik GmbH A3

Status Anderungen

Datum

Name




right view

32,00

88,00

131,00

139,60

252,50

90,00

350,00

L4150

460,00

bottom view
WMB-PTZ & WPR-PTZ

ORON®

rear view
WMB-PTZ & WPR-PTZ

O O

front view
WMB-PTZ & WPR-PTZ

bottom view
WMB-PTZ

42,23

R\
N

NI
e

110,00

N @21,00

N
%

TN @25,30
L

/\‘¢21,00

L

b @11,00
2s o6 o g
T n n 100,00
P / P
2
. %%ﬁ} ﬁﬁ% 20,00
NP

70,00
S
o 110,00
o
150,00
rear view
WMB-PTZ
< &
o
os
o)
o
ol Jan) Jan
© N N
N

@11,00

35,00
=

185,00

front view
WMB-PTZ

@11,00

~O

@11,00
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customer documentation,
system design engineer

(perm. deviation)

ISO 2768-1
tolerance class: f
ISO 2768-2
folerance class H

(surface)

mean roughness

Ra (ISO 468) = n.a.

scale 13 [ weight(bto.): 21800g

(materials)

Stainless Steel (DIN EN 10020): 1.4404 (X2CrNiMo17-12-2), AISI 316L (V4A), 1.4401, 1.4305, 1.4301
additional: polycarbonate (PC) 943A/ LEXAN, potting compound, NBR 70, FKM,

VMQ (silicone), spring steel zinc plated, nickel-plated brass, aluminum (AIMgSi3/ AlMgSi?)
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ExCam IPQ6045 & WMB-PTZ/ WPR-PTZ

ExCam IPA6045 (harware rev.01/ model MK2) with wall mount bracket and
weather protection roof (for TNXCD dome enclosure and AmexPTZ)

ExCam IPQ6045 T08-TNXCD-C-XXX-X-XX (external equipment included)
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tolerance class H

(perm. deviation)| (surface)

ISO 2768-1 mean roughness
tolerance class: f Ra (ISO 468) = n.a.

scale 13 | weight(bto.): 21800g

(materials)

Stainless Steel (DIN EN 10020): 1.4404 (X2CrNiMo17-12-2), AISI 316L (V4A), 14401, 1.4305, 1.4301
additional: polycarbonate (PC) 943A/ LEXAN, potting compound, NBR 70, FKM,
VMQ (silicone), spring steel zinc plated, nickel-plated brass, aluminum (AlMgSi3/ AlMgSi7)
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ExCam IPQ6045 (harware rev.01/ model MK2) with wall mount bracket and
weather protection roof (for TNXCD dome enclosure and AmexPTZ)

ExCam IPQ6045 T08-TNXCD-C-XXX-X-XX (external equipment included)
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